
MORR-TITE™

Hose Clamps

Hose Clamps Galvanized steel saddle, nuts and
washers with electroplated, spiral thread bolts.

C O U P L I N G  C O M P A N Y
MORRIS

Morris MORR-TITE Spiral Double Bolt
Clamps For Corrugated Material
Handling Hose.

Hose Assemblies Pneumatic material handling
systems.

Features/Benefits
• Higher Grip Capacity

• Increase Holding Capacity

• Accommodates Both Clockwise and
Counterclockwise Helix

• Smaller Size Design Envelope

• Optional Stainless Steel Construction

Spiral Double Bolt Clamps
Clockwise Counterclockwise

Hose I.D. Part Numbers Part Numbers

1-1/2" SDBC-0150R SDBC-0150L
2" SDBC-0200R SDBC-0200L
2-1/2" SDBC-0250R SDBC-0250L
3" SDBC-0300R SDBC-0300L
4" SDBC-0400R SDBC-0400L
5" SDBC-0500R SDBC-0500L
6" SDBC-0600R SDBC-0600L
8" SDBC-0800R SDBC-0800L

10" SDBC-1000R SDBC-1000L
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For Prices and Delivery:
Call Toll Free: 1-800-426-1579
Toll-Free Fax: 1-800-545-1399

C O U P L I N G  C O M P A N Y
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100% Made in the U.S.A.!

How To Determine Clockwise/
Counterclockwise Part Numbers
To determine the helix direction of a hose: Look at
the end of the hose. If the helix goes away from you
to the right in a clockwise direction, order a right hand
clamp. If the helix goes away from you to the left in a
counterclockwise direction, order a left hand clamp.


